
After reviewing the draft revision of KDB 941225 D05, I feel that there will be an undue amount of 
testing which will result from the change.  Based on the carrier requirements to have a TRP of greater 
than 20 dBm and the requirements on hotspot devices to be tested within 10 mm of the flat phantom, it 
will be impossible to meet the carrier requirement and keep the SAR value below 1.2 W/kg for all side of 
the hotspot device.  The present KDB version allows the device to be below 1.45 W/kg which is more 
doable. 
 
Most devices now are including multiple LTE bands in the device.  Each band has anywhere from 2 – 6 
bandwidths for each band.  For discussion purposes, let’s assume we have a hotspot which has four (4) 
bands (Band 2, Band 4, Band 5, Band 17).  Band 2 and Band 5 have capabilities to transmit in 1.4 MHz, 3 
MHz and 5 MHz Bandwidths.  Band 4 has capabilities to transmit in 1.4 MHz, 3 MHz, 5 MHz, 10 MHz, 15 
MHz and 20 MHz Bandwidths.  Band 17 has capabilities to transmit in 5 MHz and 10 MHz. 
 
Based on the present KDB 941225 D05 v01 document, the above device would require 180 
measurements for a typically place antenna at one end of the device as long as no side has an SAR value 
of greater than 1.45 W/kg.  This is accomplished by not having to do any testing of the lower bandwidths 
in each of the bands. 
 
Typically, two of the sides of a hotspot device would have an SAR value of greater than 1.2 W/kg, but 
less than 1.45 W/kg if the device is going to meet the carrier requirements of 20 dBm minimum.  
Therefore, using the draft version of KDB 941225 D05, the same device above would require 479 
measurements.  This is making the assumption that the highest SAR value on 3 of the 5 sides of the 
antenna will be below 1.2 W/kg and the remaining 2 sides are a 1.45 W/kg.  Further, on the sides in 
which the SAR value is 1.45 W/kg, I am making an assumption that when the MPR is activated the SAR 
value will follow the full 1 dB decrease in SAR giving a SAR of 1.15 W/kg thus reducing those tests.  This 
increases the amount of testing just for the LTE bands by 2.6 times. 
 
I would like to see the draft changed in a few ways. 
 

1. Start the testing with 1 RB in the highest BW as this will be the highest conducted power level 
for the three configurations (1 RB, 50% RB, 100% RB) which have been called out.  In the 100% 
RB and 50% RB, MPR will reduce the power by 1 dB in all bandwidths with the exception of 1.4 
MHz bandwidth for the 50% RB. 

2. Then, require testing in the 100% and 50% RB allocation only if the conducted power is not at 
least 0.75 dB lower than 1 RB or if the SAR value is greater than 1.45 W/kg. 

3. Then, for other modulations, test only the configurations in which the conducted power for a 
channel and configuration combination  is more than ½ dB higher than the same channel and 
configuration as previous measurements and the SAR value measured is > 0.8 W/kg or if the 
SAR value is >1.45 W/kg. (Basically this would state that as long as the conducted power is 
within a ½ dB of the other modulations and the SAR is less than 1.45 W/kg, you would be able 
to reduce this testing.  However, if the power is greater than ½ dB and the SAR is not at least 3 
dB below the limit you would be required to do testing in this modulation.) 

4. The same conditions in item 3 would be applied for the other bandwidths as well. 
 
The SAR value will not change drastically for a device in the same band as long as the conducted power 
level remains consistent.  The above conditions will monitor that the conducted power needs to remain 
the same to exclude any testing which could have a harmful effect on the SAR value.  Further with this 
test sequence, the total number of measurements for our described device in paragraph 2 where all 



sides are below the 1.45 W/kg and the conducted power remained within ½ dB would be 189 
measurements.  This holds our measurements close to the existing version with changes that will 
incorporate the additional checks to insure the device will not exceed the limit in other configurations. 


